
UNDERCOUNTER  AND PASS-THROUGH 
UNITS 

ESSENTIAL 



STANDARD FEATURES

This  intelligent component seamlessly coordinates 
key hydraulic elements - such as pumps, wash 
arms, and sensors - to ensure an optimal and 
consistent water flow for exceptional results.

• AISI 304 stainless steel washing chamber;
• Rear Panneling;
• Ergonomic AISI 304 stainless steel handle.

• Electromechanical control panel: intuitive and 
universal, allowing operators to choose between two 
wash cycles - short or intensive - based on the level 
of dirt;

• Digital thermometer display: shows real-time wash 
and rinse temperatures, ensuring full compliance 
with HACCP protocols.

• Cycle countdown and alarm codes enable quick 
diagnostics and troubleshooting, minimizing 
downtime and keeping operations running 
smoothly.



The WRIS®2+ posts a 25% reduction in rinse water 
consumption while still providing a thorough, 
consistent clean. Reducing operating expenses while 
washing efficiently: 27.302 l of water saved per unit per 
year compared to standard systems.
Thanks to the double water blade design, the 
WRIS®2+ boosts contact time and leaves no blind 
spots as it produces brilliantly clean glasses, dishes and 
cutlery.

• Magnetic microswitch to stop the cycle in case of 
accidental door opening;

• Thermostop as a standard: it ensures that the correct 
operating temperatures are reached.

• Single piece deep drawn tank with rounded corners;
• Built-in peristaltic detergent and rinse aid dosing 

pumps;
• Multiple filtration system.

RACKS & INSERTS
Explore our comprehensive range of racks and be amazed 
by the variety of inserts tailored for every type of dishware, 
glassware, container or other item. From hospitality to 
industry, from the pharmaceutical sector to manufacturing.



TECHNICAL DATA

 OPTIONAL

BIB35 
 Glasswasher

BIB40 
Glasswasher

BIF51 

BIF53 
 Dish and 

glasswasher

BIC50 
Pass-through 

unit

EXTERNAL DIMENSIONS 

(mm) 
425 x 515 x 600 460 x 515 x 630 570 x 610 x 820 

596 x 740 x 

1465 

RACK SIZE
 (mm) 

350 x 350 400 x 400 500 x 500 500 x 500 

CLEARANCE
(mm) 250 280 360 440 

ELECTRICAL SUPPLY 

(V) 

220-240V 1~

50Hz

220-240V 1~

50Hz

220-240V 1~

50Hz

380-415V 3N~

50Hz

380-415V 3N~

50Hz

PROGRAM LENGTH 
(sec) 120/240 120/240 120/240 90/120 

THEORETICAL CAPACITY 
(racks/h) 30  • 30  • 30  • 40  • 

RINSE WATER 
CONSUMPTION

(l) 

2,6 2,6 2,6 2,6 

TANK HEATER ELEMENT 

(kW) 
2 2 2 2 

BOOSTER HEATER 
(kW) 2,5 2,5 

2,5 

5 
5 

TANK SIZE 

(l) 
9,5 10,5 20 32 

WASH PUMP
(kW) 

0,26 0,26 0,66 0,66 

INSTALLED LOAD
 (kW) 

2,76 2,76 
3,16 

5,66 
7,66 

• Theoretical capacity - water connection 55°C

• Stand feet kit h. 130 - 180 mm
• Stand feet kit for base stand h. 125 - 165 mm (undercounter unit)
• Open and close base stand h. 350 / 450 mm (undercounter unit)
• Drain pump kit
• External water softener
• Inlet and outlet table (pass-through unit)
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ESSENTIAL 

MADE IN ITALY 

CONTACT 

BELIM INDUSTRIES LTD 

Svetozara Miletica 16 

11000 Belgrade, Serbia 
T. +381 11 33 92 064

F. +381 11 33 92 083

office@belim.net

www. belim.net

BELIM complies with ISO standards 
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